
 
 

NASA GRC 2.2 Second Drop Tower 
Supplied Components List (2004) 

 
 Weight Width Height Depth Cable Clearance 
 lb (kg) in (mm) in (mm) in (mm) in (mm) 
Mechanical:     
Standard Frame  45 (20.4) 38 38 34 864 16 406 - - 
Standard A-Frame 62 (28.1) 38 38 34 864 16 406 - - 
Integrated Plumbing Unit with standard 150 cc 
aluminum sample cylinder 

6 (2.7) 2.25 57 7.13 181 
 

12 
 

305 - - 

Standard Chamber with end covers, V-band 
clamps, and window retainer frames 

66 (29.9) 13.25 337 22.75 578 13.25 337 - - 

Windows 6" x 4" x 1.25”, fused silica or 
quartz, quantity of 4 

9.5 (4.3) NA NA NA NA NA NA - - 

Electrical:           
+24VDC Battery pack  13.3 (6.0) 7 (178) 2.125 54 13 330 D + 3.25 D + (83)  
DDACS - Droppable Data Acquisition and 
Control System  

1.8 (0.8) 7.78 (198) 2.18 55 6 (152) D + 2.75 D + (70) 
 

GPDM - Generic Power Distribution Module 4.7 (2.1) 11.78 (299) 2.18 55 8.25 210 D + 4 D + (102) 
FM Fiber Optic Transmitter with mounting 
plate 

0.84 (0.4) 4.125 (105) 1.75 
 

44 5.5 140 D + 1.75 D + (44) 
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